The following specification text has been prepared by AHI Supply to assist design professionals in the preparation of a specification section utilizing Portland and masonry cements and mortars. Utilize these paragraphs to insert text into Specification Section 04 0513 - Masonry Mortaring or similarly titled section governing this work.

For assistance on the use of the products in this section, contact AHI Supply by calling 800-873-5794, by email at marketing@ahi-supply.com, or visit their website at www.ahi-supply.com.

PART 1 - GENERAL

Insert the following under “Submittals” when using colored cement:

A. Samples: 1/4 x 1/4 inch x 3 inch long mortar samples showing available colors.

PART 2 - PRODUCTS

A. Portland Cement:
   2. Meet requirements of ASTM C150, Type 1.
   3. Color: [Gray.] [White.] [____.] [To be selected from manufacturer’s full color range.] [Custom color to be selected.]

Insert the following under “Materials” for a Portland cement / lime mortar requiring the addition of only sand and water. Edit color to suit project requirements.

A. Portland Cement and Lime Mortar:
   1. Source: Spectrum Colored Cement by AHI Supply LP, P.O. Box 2789, Alvin, Texas 77512, 800-873-5794, marketing@ahi-supply.com, www.ahi-supply.com.
   2. Produce mortar meeting requirements of ASTM C270, Type [M] [S] [N] [O] using the Proportion Method when mixed with sand meeting requirements of ASTM C144.
   3. Color: [Gray.] [White.] [____.] [To be selected from manufacturer’s full color range.] [Custom color to be selected.]

A. Masonry Cement Mortar:
   1. Source: Spectrum Colored Cement by AHI Supply LP, P.O. Box 2789, Alvin, Texas 77512, 800-873-5794, marketing@ahi-supply.com, www.ahi-supply.com.
   2. Produce mortar meeting requirements of ASTM C91, Type [M] [S] [N] [O] using the Proportion Method when mixed with sand meeting requirements of ASTM C144.
   3. Color: [Gray.] [White.] [____.] [To be selected from manufacturer’s full color range.] [Custom color to be selected.]